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URBAN PLUS SLIDING WINDOW

The Urban Plus Sliding Window delivers contemporary styling alongside.
strength and performance making it an ideal solution for high-end
architectural applications

The system features embedded top and bottoms rail. delivering a modern
panoramic design with crisp sight lines. Integrated insect screening
maintains the sleek aesthetic and neat appearance of this system. Options
to incorporate high performance insulated glass ensure excellent thermal
outcomes whilst delivering an uninterrupted view of the outdoors

FEATURES AND BENEFITS

= Panoramic Head and Sill design to maximise your view

= |ntegrated insect and security screening options for a tidy aesthetic

= Two and three track configurations

= 2 track: OX. XX, OXO. XOX. OXXO

= 3 track: OXX. XXX OXXXXO

= AGS 300/325 and 400/425 Narrowline compatible for seamless integration

= High light and Low light combinations to suit contemporary building requirerments
= Fully compatible with the stylish Caprio and Caprice hardware range

= Accepts double glazing up to 18mm

MAXIMUM PERFORMANCE WINDOW ENERGY RATINGS
Serviceability Pressure 3000Pa Window ID Clazing Uw  SHGC  Tww
Ultimate Pressure 7000Pa CAP-153-01 6.38CPGy 48 039 029
Water Penetration 450Pa CAP-153-02  6.38CPNtl 49 040 043

FRAME DIMENSIONS (DEPTH) CAP-153-03  6.38CPClr 48 052 060
Standard o CAP-153-04  6.38ClrLam 63 060 064
Multi-stack 101.6mm CAP-153-05  BET 49 053 060

MAXIMUM RECOMMENDED SIZE CAP-153-06 4Clr 64 066 066
Sash Height 1800mm CAP-154-01 4Clr10/4Cr 42 059 061
Sash Width 1800mm CAP-154-02 4ClN0A/AC 41 059 06
Sash Weight 60kg CAP-154-03 4Gy/10A/4Clr 42 043 037

GLAZING CAPACITY CAP-154-04 AET/I0AI/4Cl 35 050 056
Single Glazed 4mm -10mm CAP-154-05 LB Gy 4/10/4 33 033 037
Double Glazed 16mm & 18mm CAP154-06  LBClr4/10/4 33 047 06

ACOUSTICS (MAX)

Rw (C:Ctr) 33(-1:-2)

View full list of Residential WERSs ratings at capral.com.au
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